
The PCI PTS online and offline certified 
S90 is a compact, secure and ruggedized 
payment terminal capable of processing 
payments anywhere a wireless 
connection is available.  Equipped with a 
powerful CPU, large memory, long‐
lasting Li‐Ion battery, and a high‐speed 
thermal printer, the S90 is an ideal 
payment device for use in transportation  
and delivery services, airline in‐flight 
services, parking services, mobile 
vendors, and any application where 
internet and telephone connectivity is 
unavailable. The S90 supports store‐and‐
forward and multiple payment 
applications, making this a powerful 
solution for all business applications. 

Key Features 

PCI PTS certified secure PIN pad 

Large, bright back‐lit display 

High‐speed thermal printer 

4 ATM‐style function keys 

Large memory capacity 

Multi‐application support 

Large capacity battery 

Ruggedized and stylish 

Store and forward capability 

Payment Platforms For Long Term Growth 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Default  Specification 

CPU   32‐bit, ARM9, 180Mhz 

Memory   8 or 16 MB FLASH, 16 or 64 MB SDRAM  

Display   128×64 pixel LCD,  LED backlight 

Keypad  
10 alphanumeric keys, 8 functional keys,  
4 ATM keys,1 switch(ON) key 

Magnetic Card 
Reader   Track 1/2/3, bi‐directional swipe 

IC Card Reader   One (1) user card, EMV2000 compliant 

Card Slots   One (1) SIM, two (2) ISO7816 SAM 

Communication  GSM/GPRS, CDMA 

Peripheral Ports   1 RS232, 1 power charge, 1 headset  

Printer 
Thermal printer, Speed: 12.5 lines/sec 
Paper width: 58mm 
Paper roll outer diameter：38mm 

Battery 
Li‐ion battery, 1800mAh, 7.4V, Over 40 
hours of standby time 

Power Supply 
Input: 100～240VAC，50Hz/60Hz, 1.0A 
Output: 9,5VDC，4.0A 

Working 
Environment 

Temperature: 32℉～122℉ (0℃～50℃) 
 R.H.: 10%～90% (non‐condense) 

Storage 
Environment 

Temperature: ‐4℉～158℉ (‐20℃～70℃) 
R.H.10％～90％ (non‐condense) 

Dimensions 
7.83inX3.43inX2.42in (LxWxH) 
(199mmx87mmx61.5mm) 

Weight  1.07 lbs (485g) 

Options 

Dial‐Up Modem 
[Sync.(HDLC up to 9600bps,V.21,V.22/V.
22bis,V.29), Async.(V.32/V.32bis,up to 

14400bps) ] 

Built‐In Contactless Card Reader module 
(ISO/IEC14443 Type A/B)  

Leather Casing, Charging Dock, Car Jack 
Charger 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RoHS 
Compliant 

32‐Bit ARM9 
CPU  

Multi Application Remote
Management
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